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W58G FIXED FLUSH-FACE DIAPHRAGM
AT INTERMEDIATE PIER DETAILS
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BACK STATION AHEAD STATION

¢ GIRDER

 H1 #5 STIRR. AND 2 H3 #4

¢ GIRDER

 H5 #5 STIRR. AND
 H6 #4 TIE

NOTE TO DESIGNER
The actual bar size and spacing shall
be determined by the designer.

ELEVATION

OAK BLOCK DETAIL
LONGITUDINAL DIMENSIONS ARE NORMAL TO SKEW

DETAIL C
DIAPHRAGM REINFORCING
NOT SHOWN FOR CLARITY
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TOP OF
GIRDER

 H6 #4 TIE (TYP.)

 H1 #5 STIRR.

CONSTRUCTION JOINT WITH
ROUGHENED SURFACE

 H6 #4 TIES

 ?  #? (TYP.)

 H5 #5
CROSSBEAM

SEE OAK BLOCK
DETAIL THIS SHEET

 H7 #5 (TYP.)
FIELD CUT AS REQUIRED

4 #4

2 H2 #4 AND 2 H4 #5
BETWEEN GIRDERS (TYP.)

 H3 #4 (TYP.)

END OF P.C. GIRDER
CONSTRUCTION JOINT WITH
ROUGHENED SURFACE

TOP OF RDWY. SLAB

45°

OAK BLOCK PLACED PARALLEL
TO FACE OF CROSSBEAM, FULL
WIDTH OF BOTTOM FLANGE.
TO REMAIN IN PLACE. (TYP.)
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 #5 (TYP.)

 H6 #4 TIES
SPACED AS SHOWN
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SECTION A

LONGITUDINAL DIMENSIONS ARE
NORMAL TO SKEW.

FOR CONCRETE PLACEMENT
PROCEDURE SEE "SUPERSTRUCTURE
CONSTRUCTION SEQEUNCE" SHEET.
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NOTES:

SECTION B

SEE DETAIL C
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